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1. SCOPE

THIS SPECIFICATION IS APPLIED TO THE DYNAMIC RECEIVER/SPEAKER WHICH IS USED IN
CELLULAR PORTABLE PRODUCT.

2. GENERAL SPECIFICATIONS

ANALYSIS ITEMS SPECIFICATIONS

1. TYPE Dynamic speaker

2. OUT SIDE SIZE ®30H13, Shown Fig3

3. IMPEDANCE 8Q *£15% A2 0KHz

4. RESONANCE FREQUENCY (F0) | 1200 *20%liz

S5.SENSITIVITY (S.P.L.) 90dB (1W/0.1M) * 3dB @AVE 1.0 KHz, 1.2 KHz,
1.5KHz, 2.0 KHz

6. RATED / MAX. POWER IW/1.5W

i 7.Frequency Range - _i_. SRR L /M 7 S —

8. THD KH 5%Maximum At 4V Kated Input
At 1.0KHz/Nom Power

9. TOTAL WEIGHT 9g

10.POLARITY &% When positive voltage is applied to the terminal marked
(+), diaphragm  should be moved to the front.

11. MEASURING DIAGRAM Shown in Fig. 1

12. FREQUENCY RESPONSE Shown in Fig.2

13. OPERATING TEMPERATURE -20°C ~ +90°C

14. STORAGE TEMPERATURE < 30C »-+10'C

15.Buzz, Rattle, Etc Not audible at 2.8V Sine wave between FO ~ 20 KHz

16.ENVIROMENT HARMFUL ROHS COMPLIANCE
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4.STANDARD TEST CONDITION OF SPEAKER (Fig.1)
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5.ASSEMBLY DIMENSIONS (Fig.3)
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