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PRODUCTS
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SENSORS FOR DETECT-
BODY HEIGHT
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=
Height Detector
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Health Mnitoring All-in-on
Machine

asurement
With Ticket Verification
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HEIGHT MEASUREMENT MODULE
DYP-HO1

Product Features:Stable data;High precision; Onboard tempera-
ture compensation;Capacitive electrostatic transducer probe

Scope of Applications:High precision height measurement instruments

Product Model DYP-HO1

Operating Voltage 5~12Vv(DC)
Range 10~800cm
Detection Angle(*) X 16 Y:16
Accuracy + (5+5%0.2%) mm
Protection Grade No Protection

HEIGHT MEASUREMENT MODULE
DYP-HO2

Product Features:High precision; Onboard temperature compensa-
tion.Repeat accuracy <3mm;

Scope of Applications: High precision height measurement instruments

Product Model DYP-H02

Operating Voltage DC3.3~12.0V

Range 15-250 cm

Detection Angle X:19Y:19

Measurement Accuracy +2mm

Repetition Accuracy <3mm

Output Interface Uart controlled Uart edge trigger, PWM processing value, RS485 output



DYP | SENSOR TECHNOLOGY 09

PRODUCTS
CATALOGUE

04

SENSORS FOR ENVIRON-

MENTWATER LEVEL

Snow Monitoring

Y —

Manhole Water Level Urban Road Water Logging
Monitoring Monitoring

INTEGRATED ULTRASONIC SENSOR
DYP-AO7 .

Product Features: IP67 full protection; Low power
consumption design; Transducer corrosion-resistant
treatment;Built-in onboard temperature compensation

Scope of Applications:Snow thickness monitoring;Environ-
mental water level monitoring;Manhole water level monitoring

Product Model DYP-AO7A

Operating Voltage 3.3~50V(DC)
Range® 25~800cm
Detection Angle(®) X5 Y215
Accuracy + (10+S*0.3%) mm
Operating Temperature -15~+60 °C

INTEGRATED ULTRASONIC SENSOR
DYP-AI6

Product Features: Small angle; High range; Reflective
structure; Low power consumption design

Scope of Applications:Reservoir water level measurement

Product Model DYP-A16

Operating Voltage 3.3~24V (DC)
Range 50-1500 cm
Detection Angle(°) X:40 V.40
Accuracy + (10+5*0.3%) mm
Protection Grade P67
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INTEGRATED ULTRASONIC SENSOR
DYP-AQ8

Product Features:Cost-effective; Three measurement
modes;Low power consumption design

Scope of Applications:Garbage overflow monitoring; Water
accumulation level monitoring;Environmental water level
monitoring

Product Model DYP-A08A(Flat Mode)
Operating Voltage 3.3~5V(DC)
Range 25-800 cm
Detection Angle(®) X:20 V- 20
Accuracy + (10+8*0.3%) mm
Protection Grade P67

INTEGRATED lll TRAANRIINA AFARINANADNR
DYP-AT7

Product Features:High r
accumulation process; E

Scope of Applications:Manhole water level monitoring;Sewage
well water level monitoring

Product Model DYP-A17

Operating Voltage 3.3~5v(DC)
Range 25-1000 cm
Detection Angle(°) X 15 Y:15
Accuracy + (10+5*0.3%) mm
Protection Grade P67
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INTEGRATED ULTR.
DYP-LO7

SENSORS FOR DETECT-
INGWATER LEVELIN
CONTAINERS

Product Features:

Waterproof structure;

1.5cm standard blind zone;
Food-grade, corrosion-resistant grade

Scope of Applications:
Green plant box nutrient solution monit

Soilless cultivation nutrient solution mo

Air disinfector box internal disinfectant

Product Model DYP-LO7A DYP-LO7B (Food-grade) DYP-LO7C (Anti-corrosion)

Humidifier Liquid Level Monitoring

Green Plant Nutrient Solution Monitoring

Product
Appearance

Operating Voltage

Range

Detection Angle(°)

Accuracy

Protection Grade

33~12V (DC)

1.5~200cm

X:10~50 Y:10~50

+(5+S*0.3%) mm

P67

3.3~12V(DC)

1.5~200cm

X:10~50 Y:10~50

+(5+5%0.3%) mm

P67

33~12V (DC)

1.5~200cm

X:10~50 Y:10~50

+(5+8*0.3%) mm

P67
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ST 06 OIL LEVEL SENSOR

Product Features:Accurate perception of fuel consumption
High-frequency ultrasonic detection; Non-contact measureme
Continuous measurement;

e Scope of Applications: Filling liquid gas measurement; Transf:
oil pillow level monitoring;Vehicle fuel tank oil tank level monit

I N G I U E L LEVE L I N I AN KS — —
12 ~ 48V (DC) |2~ 48V (DU)

Operating Voltage

Range 5~100cm 8~200cm
Measurable Container N
Thickness 06~5mm 4~ /mm
Accuracy <5mm +(5+S*0.5%) mm
Protection Grade P67 IP67

NON-CONTACT LIQUID LEVEL SENSOR

e 8
A\ >

Product Features:Multiple output methods; High-frequency ultrasonic
detection; Non-contact measurement of liquid level

Scope of Applications:Static water level height detection;
Real-time detection of liquid level inside containers

Operating Voltage 10~ 36V (DC) 2.8~5V(DC)
Range 5~200cm 2~200cm
Mgasurable Container 06~2 mm 06~2 mm
Thickness

Accuracy +(5+5%1%) mm +(5+S*0.5%) mm

P Transformer Oil Conservator Oil Level I\7I~onitoring For .
Lpg Monltorlng L] Monitoring Fuel Tankers Protection Grade P67 P67




DYP | SENSOR TECHNOLOGY 15

GAALDGLE 07

SENSORS FOR SWIM-

MING POOL CLEANING
ROBOTS

Swimming Pool Surface Cleaning Robot
Obstacle Avoidance

Wireless Control Of Underwater Machines Underwater Swimming Pool Cleaning Robot
Obstacle Avoidance
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OBSTACLE SEN
DYP-A23

UNDERWATER
DYP-LO8 ’

Product Features:Workin:
offline remote upgrade;Stp e o iicuuic voriiunoaaon
baud rate modification

Product Features:4cm s
Measuring in 2 directions;

Scope of Applications: Swimming pool surface cleaning

Scope of Applications:Swimming pool underwater cleaning
robot obstacle avoidance

robot obstacle avoidance

Product Model DYP-A23 Product Model DYP-L08

Operating Voltage 5V (DC) Operating Voltage 5V (DC)
Range 4~200cm Range 5~800cm
Detection Angle(°) X 40415 Y- 40415 Detection Angle(°) X-15 Y- 15
Accuracy +(10+5*0.3%) mm Accuracy +(10+8*1%) mm
Protection Grade Partial Protection (Probe IP67) Protection Grade P68

UNDERWATER ACOUSTIC COMMUNICATI(
DYP-CO1

Product Features:Fast remote control function, multi-byte communicati
High-precision positioning,Corrective regression function;360-degree
underwater communication;

Scope of Applications:Wireless control for underwater robots;Data con
nication for underwater environmental monitoring;

Operating Voltage

Max Communication Distance 1~2000cm

Communication Bytes Max 18

Communication Angle 360°

Positioning Accuracy + (3+S*1%) cm

Protection Grade IP68, Water pressure resistant up to 5m @ 168H









